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: Model Thread Cark:ie;.range Qm(;:@ gh[r)eacg Le;rr?grff?%Z Packing : : :
N MG-16A M16x1.5 6 10 16mm 15mm 100 /2000 ¢ N ¢
. MG-20A M20x15 8 14 20mm 15mm 50 /1000 N N ¢
. MG-25A M25x15 125 18 25mm 15mm 50/750 . N N

MG-32A M32x15 18 25 32mm 17mm 50/450
s MG-40A M40x15 24 32 40mm 20mm 20/ 260 ’ f 4
¢ MG-50A M50x 1.5 31 41 50mm 22mm 20/ 180 ¢ 1 ?
¢ MG-63A M63x15 38 46 63mm  24mm  10/100 * ¢ [
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Standard : EN 62444:2010 ¢ \'""‘lm‘m"l 1
Thread : Metric AV _TES ¢
Materials : Mylon PA66 (Flammability UL94V-2) : :
Protection degree: IP68 ¢ ¢
Colors: Black (PAL9005) ¢ ’
: . ¢ ¢
Working Static State : -40°C to 100°C ) §
Temperature : (Instaneous heat resistance up to 120°C) ¢ .
Dynamic state : -20°C to 80°C ¢ ’
(Instaneous heat resistance up to 100°C) ¢ ¢’
Features : The claws and seals of excellent design, sealing : . : :
nut have a “click” sound and re-open, can hold ¢ @ ¢
cable firmly and have a wider cable range. ¢ —
Resistant to salt water, week acid, alcohol, oil, o W\

grease and common solvency.
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